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Abstract—By optimizing the number of look-ahead steps of the
first layer of the previous low-latency architectures for M-step
look-ahead high-throughput rate Viterbi decoders, this paper
improves the hardware efficiency by large percentage with slight
increase or even further decrease of the latency for the add-com-
pare-select (ACS) computation. This is true especially when the
encoder constraint length (K) is large. For example, when� � �

and M varies from 21 to 84, 20.83% to 41.27% of the hardware
cost in previous low latency Viterbi method can be saved with
only up to 12% increase or 4% decrease of the latency of the
conventional M-step look-ahead viterbi decoder. The proposed
architecture also relaxes the constraint on the look-ahead level
M to be a multiple of K as was needed in the previous work. For
example, when� � � and M (indivisible by K) varies from 40 to
80, 60.27% to 69.3% latency of conventional M-step look ahead
Viterbi architecture can be reduced at the expense of 148.62% to
320.20% extra hardware complexity.

Index Terms—Add-Compare-Select (ACS), high-throughput
rate Viterbi decoder, look-ahead implementation, low latency
viterbi decoder.

I. INTRODUCTION

V ITERBI algorithm is an efficient decoding algorithm for
decoding convolution codes. It is widely used in commu-

nication systems. M-step look-ahead technique can efficiently
combine M trellis steps of Viterbi decoder into one trellis step
and is thus frequently used for high-throughput Viterbi applica-
tions [1]–[8].

Conventional M-step look-ahead methods [1]–[7] have the
problem of long latency, which usually increases linearly with
M. For high-speed communication systems operating at speed
in the range of Gb/s, M is usually large.

For the first time, parallel trellis paths of length-K coverage is
exploited in [8] to present a novel low latency approach, which
combines K trellis steps in the first layer into M/K subtrellis
steps and then combines subtrellis steps into a tree structure.
This K-nested layered M-step look-ahead method can efficiently
reduce latency. However, its drawback is the high hardware
complexity, especially when K is large. Furthermore, M is con-
strained to be a multiple of K and its latency in many cases can
be further lowered.

In this paper, we combine the hardware efficiency of conven-
tional and the low latency of the K-nested layered M-step Viterbi
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Fig. 1. Trellis diagram (a) when � � � and � � � and (b) when � � � and
� � �.

decoding method to develop a new hardware efficient method
for combining the M trellis steps. The look-ahead steps in the
first layer are increased to K1 . Since we have
parallel paths when , we can carry out ACS-precompu-
tation. We will show that the conventional and K-nested layered
Viterbi methods are special cases of the proposed method for

and , respectively.
This paper is organized as follows. The conventional and the

K-nested layered M-step Viterbi methods are reviewed and ana-
lyzed in Section II. The proposed hardware efficient low latency
Viterbi method is discussed through analysis of 4 examples in
Section III. Additional case studies and analysis are presented
in Section IV.

II. A REVIEW ON PREVIOUS M-STEP LOOK-AHEAD

VITERBI METHOD

We present a review of previously proposed M-step look-
ahead Viterbi Decoders: Conventional [1]–[7] and K-nested lay-
ered low latency M-step look-ahead Viterbi decoder [8].

A. Conventional M-Step Look-Ahead Viterbi Decoder

When , , the trellis structure can be represented
as Fig. 1(a). In this example, the number of states is .

denotes the branch metric.
For example, and . Since

, we can’t have precomputation of ACS. The number of
required 2-input adders and compare-select (CS) units in typical
design can be given by and ,
respectively.

When , , the trellis structure can be represented
as Fig. 1(b). Since , we can have precomputation of ACS
with 2 parallel paths. For example, we have

. The number of required
2-input adders and CS units can be given as

and , respectively. Similar hardware diagram
corresponding to Fig. 1(b) can be found in Fig. 3 of [8]. The
latency is clock cycles.

When and , the trellis structure can be repre-
sented as shown in Fig. 2. Since and , we can
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Fig. 2. Trellis diagram when � � � and � � �.

Fig. 3. Conventional Trellis diagram when � � � and � � �, (a) with 3-step
look-ahead first; (b) 4-step look-ahead.

Fig. 4. Conventional Trellis diagram when� � � and� � �, (a) with (M-1)-
step look-ahead first; (b) M-step look-ahead.

have precomputation of ACS with parallel paths
shown in Fig. 2 as . For example, we have

The above equation can be illustrated by the bold parallel
paths in Fig. 2, which can thus be represented as Fig. 3.

The number of required 2-input adders and CS units can be
given as and

, respectively. The latency is
clock cycles.

By iteratively applying the above process, we can get the con-
ventional Trellis diagram when and as shown in
Fig. 4.

The number of required 2-input adders and comparators can
be given as
and , respectively. The latency
is clock cycles.

B. Low-Latency M-Step Look-Ahead Viterbi Decoder

K-Nested layered look-ahead method is proposed in [8]. This
method assumes M is a multiple of K. For example, when
and , trellis diagram is shown in Fig. 2 of [8]. We can see

Fig. 5. Parallel path combination process after layer 2 in [8].

Fig. 6. Proposed trellis diagram for � � �, � � �� and �� � �; (a)–(b):
layer 1–2.

TABLE I
SUMMARY FOR THE CASE OF � � � AND � � ��

that, starting from layer 2, the parallel path combination process
can be represented as shown in Fig. 5.

The number of required 2-input adders and comparators in
this process can be given as and

, respectively; and the total hardware cost
for ACS precomputation is given as

where

Compared with the conventional ACS-precomputation
trellis for M-step look-ahead Viterbi decoders as shown in
Fig. 4, which has the hardware cost increase in the order of

, that of [8] increases in the order
of . This is also the reason why the
hardware cost increases fast when K is large.

We can also see that the first layer of [8] is the same as the con-
ventional K-step look-ahead architecture as shown in Fig. 1(b).
The hardware cost of the first layer thus increases in the order of

. Since increasing the look-ahead steps
of the first layer will decrease the number of parallel combina-
tion process blocks as shown in Fig. 5, the total hardware cost
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Fig. 7. Proposed trellis diagram for � � �, � � �� and �� � �; (a)–(d):
layer 1–4.

TABLE II
SUMMARY FOR THE CASE OF � � � AND � � ��

can thus be controlled and the number of layers can be poten-
tially reduced. Although increasing the look-ahead steps in the
first layer will increase the latency, the final latency is also af-
fected by the number of layers.

III. PROPOSED HARDWARE EFFICIENT LOW-LATENCY M-STEP

LOOK-AHEAD VITERBI DECODER

The existence of parallel paths is required for the precom-
putation of ACS. When the look-ahead step is a number larger
than K, there are definitely parallel paths, because the number
of parallel paths is equal to . Since the look-ahead step
of the first layer is always K in [8], we use K1 to represent that
of the proposed design in this paper where . The
proposed design is illustrated with 4 examples in this section.

Example 1: , and .
The proposed trellis diagram is shown in Fig. 6 and the hard-

ware complexity and latency are summarized in Table I. From
Table I, we can see that the proposed design can save 64 adders.
Although latency increases by 3 clock cycles from the previous
K-nested layered method, it is still far away from its conven-
tional counterpart.

does not need to be a multiple of K1.
Example 2: , and .
The proposed trellis diagram is shown in Fig. 7 and the per-

formance characteristics of the proposed architecture are sum-
marized in Table II.

From Table II, we can see that we can save 64 adders of pre-
vious design in [8]. Furthermore, latency is further reduced by
1 clock cycle.

M does not need to be multiples of K either.
Example 3: , and .
The proposed trellis diagram is shown in Fig. 8.
Increasing K1 will potentially increase the latency and reduce

the total hardware cost. This is illustrated in Example 4.

Fig. 8. Proposed trellis diagram for � � �, � � �� and �� � �; (a)–(c):
layer 1–3.

Fig. 9. Proposed trellis diagram for � � �, � � �� and �� � 	; (a)–(b):
layer 1–2.

TABLE III
SUMMARY FOR THE CASE OF � � � AND � � ��

Example 4: , and .
The proposed trellis diagram is shown in Fig. 9. Performance

characteristics for architectures in Examples 3 and 4 are sum-
marized in Table III.

In the proposed M-step look-ahead method, the first layer
is composed of K1-step and one mod(M,K1)-step
conventional look-ahead blocks. The later layers include

parallel combination blocks (Fig. 5). The total
number of layers is .

From Examples 1 through 4, we can see that the proposed low
latency M-step look-ahead Viterbi architecture is a combination
of conventional and K-nested layered
method. When K1 increases from K to M, latency increases but
hardware complexity is reduced. The best K1 can be searched
based on system requirement on latency and hardware cost. Ad-
ditional case studies are presented in the next section.

The hardware implementation of the proposed low latency
Viterbi decoder is similar to that of [8]. We take Example 1.

, with variable K1 as an example. The first layer
ACS precomputation can be implemented as shown in Fig. 10.
We can see that the critical path is reduced as the computation
time of an adder or a CS after we apply pipelining. Considering
the fact that a CS unit can be implemented by an adder and a
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Fig. 10. Hardware Architecture for computing first layer trellis paths from
state-0 in stage � to state-0-3 in stage �� � with � � �� and �� � �.

TABLE IV
COMPARISON OF LATENCY AND COMPLEXITY FOR ACS PRECOMPUTATION

WHEN � � �

selector and the computation time of a selector is small, we can
approximate the critical path of first layer ACS precomputation
as the computation time of an adder.

Note, the hardware diagrams of the second and later layers
are not covered in this paper because similar structures have
been discussed in detail in previous K-nested layered M-step
look-ahead Viterbi method [8]. The survivor path management
is similar to that in [8], and is not addressed in this paper.

IV. COMPARISON AND ANALYSIS

The hardware complexity and latency of the proposed low la-
tency M-step look-ahead Viterbi method is given in (1) and (2),
respectively. and are the number of adders
and comparators in the first layers, respectively.

TABLE V
COMPARISON OF LATENCY AND COMPLEXITY FOR ACS PRECOMPUTATION

WHEN � � 	

TABLE VI
COMPARISON OF LATENCY AND COMPLEXITY FOR ACS PRECOMPUTATION

WHEN � � 


and are the number of adders and comparators in
the second to last layers, respectively. is the latency
for the proposed design.

(1)
where

(2)
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TABLE VII
COMPARISON OF LATENCY AND COMPLEXITY FOR ACS PRECOMPUTATION

WHEN � � �

TABLE VIII
COMPARISON OF LATENCY AND COMPLEXITY FOR ACS PRECOMPUTATION

WHEN � � � FOR VARIOUS M INDIVISIBLE BY K

Based on (1) and (2) and the analysis of previous M-step look-
ahead Viterbi methods in Section II, We carry out several case
studies, which are summarized in Table IVthrough Table VIII.

When M is not a multiple of K, the proposed design is still
efficient, although the K-nested layered look-ahead method in
[8] can’t be applied. This has been shown in Example 3 and 4
for . The efficiency of the proposed low latency M-step
Viterbi method is shown in Table VIII for with various
M indivisible by K. Note that the proposed design can have even
less latency for certain M and K because of the reduced layers, as
in example, , and , in Table IV.

From the above analysis, we can see the flexibility of the pro-
posed M-step look-ahead Viterbi method. Hardware and latency
can be balanced easily by choosing different values for K1 as
shown in Fig. 11. Best K1 can be found by looking for the lowest
adder ratio for a required latency. For example, in [8], design of
a 4-state 10 Gb/s SERDES requires a latency of less than 60
ns. For an implementation with 0.13-um technology, 48-stage
ACS precomputation with previous low latency design has a la-
tency of . The proposed design has latency
of and can still satisfy the latency require-
ment. However, our design saves 9.47% hardware complexity
as shown in the last row of Table IV.

V. CONCLUSION

Low latency M-step look-ahead Viterbi decoder for high
throughput rate implementation is important for many applica-
tions. This paper optimizes the hardware efficiency and latency
of previous low latency K-nested layered Viterbi method by
increasing the look-ahead steps in the first layer. The remaining
layers are combined with the same scheme used in [8]. The

Fig. 11. Search process for best K1 when � � � and � � �����.

results from extensive case studies show that proposed design
is efficient in terms of both hardware complexity and latency.
Furthermore, the limitation on the look-ahead steps M (to be a
multiple of K) is relaxed.
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